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Appearance  
 
Due to the outstanding properties of Tenax® carbon fibers, the Tenax® short fibers are  
excellent to improve the quality of various materials in regards of mechanical  
properties (stiffness / tenacity), electrical conductivity and tribological characteristics. 
 
For your application, the suitable fiber type. Tenax® short fibers are available in different appearances: 
 
 

Tenax® chopped  fibers  have a bundle structure in 
compliance with cut length. This allows an optimal 
dosage. 
 
 
Tenax® pelletized  chopped fibers  are agglomerated 
fiber bundles with a length of 8-15 mm, similar to 
oats. It reduces the appearance of fiber dust and 
allows an optimal dosage. 
 
 
Tenax® milled  fibers  are fine powders without any 
preparation and are suitable to be blended with 
various materials. 
 

 
 
 
 
 
 
 
Standard packaging and box dimensions 

 net weight (L x B x H) [mm] 

Tenax®-J 20,0 kg 545 x 410 x 290 

Tenax®-E  20,0 kg 392 x 292 x 518 

Tenax®-A  22,7 kg 460 x 460 x 460 

 
 
 
 
 
 
 
 
 
Please contact our sales team any time, for choosing the right type. The stated numbers are typical values. For design 
purposes please request a fiber specification. 
 
Please note the application (aerospace or industry & sports) on your order. 
 
The export or transfer of carbon fibers can be subject to authorization, depending on end-use and final destination. 

 Appearance and packing for  
Tenax® short fiber  


